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821F | 921F Wheel Loaders
THE NEXT EVOLUTION  
OF WHEEL LOADERS IS HERE.
The new Tier 4 Final 821F and 921F continue the CASE 
commitment of choosing emissions solutions that best 
match machine performance to application and customer 
needs. Using an SCR solution, these wheel loaders allow 
the engine to do what it does best – run at peak 

performance while providing industry-leading fuel 
efficiency. It’s ideal for applications with variable power 
demands and simple for the operator – just pour and go. 
No DPF regeneration. No unwanted downtime. 



www.CaseCE.com

821F/921F Highlights

Maintenance Made Easy.
From ground-level service checks to eye-level fluid gauges to an 
electric lift, tilt-up rear hood that provides complete engine access, F 
Series wheel loaders offer a level of serviceability like no other.

Ejective Air Pre-Cleaner.

The Sy-Klone® ejective air pre-cleaner extends air filter life, lowers 
cost per operating hour by reducing parts, labor and downtime, 
extends engine life and improves fuel efficiency.

Step 1: 
Air enters the underside of the dome through screened louvers. This 
prevents clogging by blocking any particles larger than the ejection 
slot from entering the unit.

Step 2: 
Curved particle-accelerator blades direct dirt against the sidewall.

Step 3: 
Strakes (angled fins) along the 
interior surface move heavier-than-
air debris towards the ejection slot.

Step 4: 
Clean air continues to swirl down 
into the engine air inlet pipe.
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Array of optional attachments that simplify your work, 
including buckets, couplers, forks and grapple-buckets. 

Two loader linkage styles available to match jobsite 
application: Extended Reach (XR) for extra reach and height 
when loading and traditional Z-bar. 

Available Ride Control™ provides excellent material retention 
and machine control over rough terrain.  

CASE delivers one of the most spacious cab with class-
leading visibility thanks to floor-to-ceiling windows and 
comfort from optional heated/air-ride seat, quiet cab and low 
effort award-winning joystick steering. 

Available five-speed transmission with lock-up torque 
converter improves acceleration and hill climbing for faster 
cycle times.

CASE High Efficiency Mid-Mounted Cooling Cube reduces 
cleanout intervals and susceptibility to thermal events and 
comes with an optional auto-reversing fan. 

Many options for tires are available, such as Radial L2, L3, 
and Snow tires, based on application and working conditions. 

The Sy-Klone® ejective air pre-cleaner gives longer life to the 
air filters and reduces filter change. 

Proven SCR Tier 4 technology keeps operating temperatures 
low and delivers up to 20% better fuel economy over 
previous Tier 3 models. No DPF regeneration where exhaust 
temperatures can be a jobsite hazard. No EGR, so no EGR 
valve, keeping your cost of operations low.

Available rear view camera improves the already  
best-in-class rear visibility.  Axles for Anywhere.

The 821F wheel loaders come standard with limited-slip axles 
providing outstanding traction in all conditions. The 921F wheel 
loaders come standard with open differential axles, ideal for hard 
and compacted surfaces and reduced tire wear. Both models also 
offer new heavy-duty axles with locking front differential for excellent 
traction in the most demanding conditions and are approved for solid 
tires.

Dependable Power, Proven Productivity. 
For idle-heavy applications with variable power demands, SCR 
technology is the most obvious choice. Both models have a powerful 
6.7 liter engine that provides robust lifting strength, faster throttle 
response and higher speeds while delivering up to 20% better fuel 
efficiency over alternative solutions. Economy is optimized even further 
with auto-idle, auto-shutdown and four programmable power modes 
that match engine output to the task at hand. Best yet, SCR is simple. 
No DPF regeneration. No downtime. No extreme temperature spikes. 
Just pour and go. 



Always read the Operator’s Manual 
before operating any equipment. Inspect 
equipment before using it, and be sure it 

is operating properly. Follow the product safety signs and use any safety 
features provided.
NOTE: All engines meet current EPA emissions regulations. 
NOTE: All specifications are stated in accordance with SAE Standards 
or Recommended Practices, where applicable.

IMPORTANT: CASE Construction Equipment Inc. reserves the right 
to change these specifications without notice and without incurring 
any obligation relating to such change. Availability of some models 
and equipment builds vary according to the country in which the 
equipment is used. The illustrations and text may include optional 
equipment and accessories and may not include all standard 
equipment. Your CASE dealer/distributor will be able to give you 
details of the products and their specifications available in your area.

Contains 10%  
post-consumer fiber

CASE construction equipment  
is biodiesel-friendly.

©2014 CNH Industrial America LLC. All rights reserved. CASE is a 
trademark registered in the United States and many other countries, 
owned by or licensed to CNH Industrial N.V., its subsidiaries or 
affiliates. CNH Industrial Capital is a trademark in the United States 
and many other countries, owned by or licensed to CNH Industrial 
N.V., its subsidiaries or affiliates. Printed in U.S.A. 

DIMENSIONS 821F Z-Bar1 821F XR1 921F Z-Bar2 921F XR2

A. Height To Top Of ROPS Cab 135.8 in.  
(3 450 mm)

135.8 in.  
(3 450 mm)

135.8 in.  
(3 450 mm)

135.8 in.  
(3 450 mm)

B. Wheelbase 131.5 in.  
(3 340 mm)

131.5 in.  
(3 340 mm)

131.5 in.  
(3 340 mm)

131.5 in.  
(3 340 mm)

C. Ground Clearance 16.4 in.  
(415.8 mm)

16.4 in.  
(415.8 mm)

16.4 in.  
(415.8 mm)

16.4 in.  
(415.8 mm)

D. Angle of Departure 32° 32° 30° 30°

E. Hinge Pin Height – Full Height 162.3 in. 
(4 123 mm)

179.7 in. 
(4 564 mm)

162.1 in. 
(4 118 mm)

179.5 in. 
(4 559 mm)

F. Overall Length – Bucket Level On 
Ground

309.4 in. 
(7 859 mm)

328.5 in. 
(8 345 mm)

314.0 in. 
(7 976 mm)

333.1 in. 
(8 461 mm)

G. Dump Height @ 45° Dump Angle – 
Full Height

117.4 in. 
(2 983 mm)

134.8 in. 
(3 424 mm)

114.4 in. 
(2 906 mm)

131.8 in. 
(3 347 mm)

H. Bucket Reach @ 45° Dump Angle – 
Full Height

43.6 in. 
(1 107 mm)

48.0 in. 
(1 219 mm)

47.0 in. 
(1 194 mm)

51.5 in. 
(1 307 mm)

 I. Bucket Reach @ 45° Dump Angle –  
7 ft. (2.13 m) Height

67.0 in. 
(1 703 mm)

84.2 in. 
(2 139 mm)

69.0 in. 
(1 752 mm)

86.4 in. 
(2 194 mm)

Line drawings are for illustrative purpose only and may not be exact representation of unit.
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ProCare
Protected by

The 821F and 921F comes standard with the 
industry’s first all-in-one heavy machine support 
program that’s as powerful as the equipment it 
protects – CASE ProCare. ProCare includes:

3-year/3000-hr. 
Full-Machine Factory Warranty*. 

We’ve got your back – for up to three full years!

3-year/3000-hr. 
Planned Maintenance. 

Don’t spend another dime for scheduled care 
from factory-trained CASE technicians.

3-year Advanced SiteWatch™ 
Subscription. 

Telematics isn’t a luxury, it’s a necessity –  
and we’ve made it accessible to all.

NOTE: *See your dealer for the complete terms of CNH’s  
		  Warranty and Limitation of Liability, which contains  
		  certain limits and exclusions.

SPECIFICATIONS
821F 921F

Z-Bar XR Z-Bar XR

Engine FPT/F4HFE613 FPT/F4HFE613

Emissions Certification Tier 4 Final Tier 4 Final

Net Peak HP (kW) 212 (158) 241 (180)

Net Peak Torque – lb·ft (N·m)3 845 (1 145) 930 (1 261)

Displacement – in.3 (L)/Cylinders 411 (6.7)/6 411 (6.7)/6

Operating Weight – lb. (kg) 38,874 (17 633) 39,716 (18 015) 43,777 (19 857) 44,090 (19 999)

Transmission Gears 4 or 5F/3R 4 or 5F/3R

Bucket Capacity Range – yd3 (m3) 3.2 - 4.5 (2.4 - 3.4) 3.8 - 4.75 (2.9 - 3.6)

Breakout Force – lb. (kg) 35,338 (16 029) 35,898 (16 283) 37,553 (17 034) 38,193 (17 324)

Full Turn Tipping Load – ISO – lb. (kg) 27,742 (12 583) 21,429 (9 720) 31,406 (14 245) 24,909 (11 298)

NOTE:	1 Unit is equipped with 4.25 yd3 (3.2 m3) general purpose pin on bucket with bolt-on edge.
		  2 Unit is equipped with 4.75 yd3 (3.6 m3) general purpose pin on bucket with bolt-on edge. 
		  3 Maximum Torque show for this model.

NOTE: *Excludes 1221F model.

Ground-Engaging Equipment.
CASE offers a wide range of buckets, both 
pin-on and quick-coupler style to maximize 
productivity. And F Series* buckets come 
standard with the innovative SmartFit bucket 
tooth system. These heavy-duty, self-
sharpening teeth combine exceptional strength 
and unmatched ease of installation thanks to 
a hammerless fastener system with reusable 
locking pins. Available in a full range of styles. 
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